
 
 

RAMMS Google Earth Map Options 
RAMMS needs some information about the map projection of your project region. This information is used to 
establish the coordinate conversion mechanism for mapping points from a plane on a globe's surface 
(converting our Cartesian (x, y) coordinates to longitude/latitude values). These longitude/latitude values are 
used to show RAMMS's results in Google Earth. The map options information is saved in the file 
<project_dir>\logfiles\projection.log. 

 

 

   



 
 

Projection index  
Set this parameter to a projection index. Choose an index of 0 for the Swiss Grid! 

 

 

 



 
 

DATUM  
Set this keyword to an integer code (corresponding to the name of the datum to use for the ellipsoid, see 

below). The default value depends upon the projection selected, but is either the Clarke 1866 ellipsoid (datum 

0), or a sphere of radius 6370.997 km (datum 19).  

 

The following datums (or spheroids) are available: 

 

   



 
 

Projection Parameters  

CENTER_LATITUDE  
Set this keyword to the latitude of the point on the earth's surface to be mapped to the center of the 
projection plane. Latitude is measured in degrees North of the equator and must be in the range: ‐90 to +90. 
The default value is zero.  
Note: For the Hotine Oblique Mercator projection, the center latitude should not be set to 0, +90, or ‐90 
 
CENTER_LONGITUDE  
Set this keyword to the longitude of the point on the earth's surface to be mapped to the center of the map 
projection. Longitude is measured in degrees east of the Greenwich meridian and must be in the range: ‐360 to 
+360. The default value is zero. 
 
FALSE_EASTING  
Set this keyword to the false easting value (in meters) to be added to each x coordinate for the forward 
transform, or subtracted from each x coordinate for the inverse transform.  
 
FALSE_NORTHING  
Set this keyword to the false northing value (in meters) to be added to each y coordinate for the forward 
transform, or subtracted from each y coordinate for the inverse transform.  
 
MERCATOR_SCALE  
Set this keyword to the scale factor at the central meridian (Transverse Mercator projection) or the center of 
the projection (Hotine Oblique Mercator projection). For the Transverse Mercator projection, the default scale 
is 0.9996.  
 
SEMIMAJOR_AXIS  
Set this keyword to the length (in meters) of the semimajor axis of the reference ellipsoid. The default is either 
the Clarke 1866 datum (6378206.4 m) or the Sphere radius (6370997 m), depending upon the projection.  
 
SEMIMINOR_AXIS  
Set this keyword to the length (in meters) of the semiminor axis of the reference ellipsoid. The default is either 
the Clarke 1866 datum (6356583.8 m) or the Sphere radius (6370997 m), depending upon the projection. 
 
SPHERE_RADIUS  
Set this keyword to the radius (in meters) of the reference sphere. The default is 6370997 m.  
 
UTM ZONE  
Set this keyword to an integer giving the zone for the UTM projection (this field is only active, if the projection 
index is equal to 101 = UTM).  
Note1: For the UTM projection, you may also use the CENTER_LONGITUDE and CENTER_LATITUDE keywords to 
set the zone. Internally, the ZONE value will be computed from the longitude and latitude. 
Note2: For UTM, the range is ‐60 to ‐1 and 1 to 60, where negative numbers indicate the southern hemisphere. 
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